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REVISIONS

1. All existing utilities shown, both above and below ground, are approximately located and are not necessarily all that
exist. The contractor shall field verify utilities prior to construction. Per Tennessee State Law, the contractor shall notify
Tennessee One Call (811 or 1-800-351-1111) at least 72 hours prior to digging.

2. The contractor shall be responsible for providing all line, grade and stakeout for the construction of the project.This
includes survey and benchmark placement prior to construction. The contractor shall insure that all documents including

; Notice of Intent (NOI), Storm Water Pollution Prevention Plan (SWPPP), and permit fees necessary for a NPDES Permit

i FLOOD ZONE A EXTENTS 3 S : , , ’ O SN, 4 ‘ ; 4 , for Storm Water Discharge have been filed with the TN Dept. of Environment and Conservation (TDEC) and a Notice of

! TN\ Pt g g NI e , , N, R S Coverage (NOC) received prior to the start of construction.

N

3. The contractor shall confirm elevations and proposed locations of improvements prior to construction and report any
discrepancies to the Engineer.

4. Items of work referred to using the abbreviations “TDOT” shall be constructed and tested in accordance with the

Tennessee Department of Transportation Standard Specifications for Road and Bridge Construction, dated January 1,

2015 or latest edition, along with applicable “Standard Drawings” and “Special Provisions”.

All face of curb (or pavement edge where no curb exists) radii are 5'-0” u.n.o.

N ; O ) D 6. Prior to placing any fill material or granular base material, the area shall be proof-rolled with a truck loaded to 30 tons.

N 785282.91 N N\ e~ m , ‘ o u Unsuitable material shall be removed, replaced with suitable material and compacted to a minimum of 95% standard

-/ E1072955.02 R o SO, re ’ ’ QL ’ N proctor density. The completed sub-grade and the granular base shall be also be proof-rolied prior to covering with

‘ ‘ N MO\ : o ) ! ' additional materials.

7. All earthwork fill areas shall be constructed using 8” maximum compacted lifts achieving 95% standard proctor
density. For fills of more than six (6) feet, compaction shall be 100% standard proctor density. The top one foot of all
sub-grades which will be under improvements, including paving, shall be compacted to 100% standard proctor density.

8. The following shall be applied to storm drainage piping and installation:

a. RCP - abbreviation for Reinforced Concrete Pipe, Class Il u.n.o., designed in accordance with ASTM C-76. Joining shall CONSULTANT
be with O-ring gaskets. Install 6” sand or gravel bedding on solid foundation. Backfill to the spring line with clean sand
or gravel (with greater than 50% sand or gravel) and then complete backfill with quality select excavated
material. Backfill shall be placed in 8” maximum loose lifts and compacted to a minimum of 90% standard proctor
density.

b. CMP - abbreviation for Corrugated Metal (steel) Pipe, zinc coated (galvanized), 14 gauge, 2-2/3” x %" corrugations and
designed in accordance with AASHTO M 36 u.n.o. Joining shall be with steel bands, u.n.o. Install 6” sand or gravel

P - 29, : T bedding on solid foundation. Backfill to top of pipe with clean sand or gravel (with greater than 50% sand or

N 78515675~ LI : ) ; NN N N - - gravel) then backfill with quality select excavated material. For pipes 48" diameter and

E 107290926 . ) ) - N ‘ greater, 14 gauge, 3” x 1” corrugations may be used. Backfill shall be placed in 8” maximum loose lifts and compacted

L to a minimum of 90% standard proctor density.
i c. HDPE - stands for High Density Polyethylene pipe, smooth interior, corrugated exterior and designed in accordance

—N 785093.43 ~20" s with AASHTO M 294. Joining shall be soil tight bell and spigot. Install 6” sand or gravel bedding on solid

£-1073182.09 e gL T ‘ \ o foundation. Backfill to top of pipe with clean sand or gravel (with greater than 50% sand or gravel) then backfill with

quality select excavated material. Backfill shall be placed in 8” maximum loose lifts and compacted to a minimum
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; o i ~ of 90% standard proctor density.
N 785081.52 iy TR~ d.HP STORM - stands for Polypropylene pipe with material meeting the requirements of ASTM
E 1073159.18 e~ =~ F2736, Section 4 for 12” - 30” diameters and ASTM F2881, Section 5 for 36” - 60” diameters. Pipe shall be smooth
interior, corrugated exterior with watertight gasket joining in accordance with ASTM D3212. Install 6” sand or gravel
bedding on solid foundation. Backfill to top of pipe with clean sand or gravel (with greater than 50% sand or gravel)
then backfill with quality select excavated material. Backfill shall be placed in 8” maximum loose lifts and compacted

to a minimum of 90% standard proctor density.

e. ULTRA FLO - stands for Contech Construction Products, Inc.'s spiral rib profile pipe with a hydraulic n value of 0.013 or
less. Pipe shall be 14 gauge Type 2 aluminized steel with 34” X 34” X 7 14" corrugations. Joining shall be bell and spigot
Contech'’s QUICK STAB joint. Install 6” sand or gravel bedding on solid foundation. Backfill to 6” above top of pipe with
clean sand or gravel (with greater than 50% sand or gravel) then backfill with quality select excavated material. Backfill
shall be placed in 8” maximum loose lifts and compacted to a minimum of 90% standard proctor density.

16. All disturbed areas on this project outside of other improvements shall be stabilized with seed and mulch.
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NOTE:

BUILDING, DRIVES, AND PARKING ARE SHOWN FOR
REFERENCE ONLY AND ARE NOT INCLUDED AS PART OF
THIS CONTRACT. ONLY THE GRADING, EROSION
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CONTROL, AND DRAINAGE SHALL BE INCLUDED IN THE
CONTRACTOR LUMP SUM PRICE. CONTRACTOR SHALL
INSTALL 8" THICK LIMESTONE ON FIRST 30' OF EACH
DRIVEWAY.
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